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Netherlands 

 

 

This certificate consists of 2 pages. 
Publication of the certificate is allowed. 
 

Notified Body 0620, Kiwa N.V. has determined that  

Gebroeders Bodegraven BV  
Fulfils all provisions concerning the attestation of factory 
production control described in ETA-11/0347. 
 
Product: 
• As stated in this EC Certificate of Conformity 
 
Task Gebroeders Bodegraven BV Task Kiwa N.V. 
Initial Type Testing  Initial inspection of FPC 
Factory Production Control Certification of FPC 
Further type testing Continuous surveillance 
 

 
Bouke Meekma 
Kiwa 
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EC Certificate of Factory Production Control  0620-CPD-55692/01 
ETAG 015 
 
 
In compliance with Council Directive 89/106/EEC of 21 December 1988 on the approximation of laws, regulations and administrative 
provisions of the Member States relating to construction products (the Construction Products Directive or CPD), as later amended, it has 
been stated that the construction product 
 

Gebroeders Bodegraven 3-D nailing plates 
Joist Hanger:   RDM (“Medium”), RDZ (“Heavy”) 
Anglebrackets:  No rill, One rill 
 
These connectors are one-piece non-welded, face-fixed parts, made of (hot dip) pre-galvanised steel DX51D+Z275. These connectors are  
to be used in timber to timber connections in timber structures subject to dry, internal conditions defined by the service classes 1 and 2 of 
EN 1995-1-1. 
 
placed on the market by 

Gebroeders Bodegraven BV  
Atoomweg 2 

2421 LZ  NIEUWKOOP 
Netherlands 

 
and produced in the factory 

Gebroeders Bodegraven BV  
Atoomweg 2 

2421 LZ  NIEUWKOOP 
Netherlands 

 
 

is submitted by the manufacturer to the initial type-testing of the product, a factory production control and to the further testing of 
samples taken at the factory in accordance with a prescribed test plan and that the notified body No. 

 
- 0620 Kiwa N.V. -  

 
has performed the initial inspection of the factory and of the factory production control and performs the continuous surveillance, 
assessment and approval of the factory production control. 
 
This certificate attests that all provisions concerning the attestation of factory production control described in the ETA  
 

ETA-11/0347 
 

were applied.  
 
This certificate was first issued on 2012-02-20 and remains valid as long as the conditions laid down in the harmonised technical 
specification in reference or the manufacturing conditions in the factory or the FPC itself are not modified significantly, and latest on 
2017-02-20. 
 
 


